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ABODO Batten Clip - Vertical Screening

Stud framing

Waterproof substrate

ABODO BC Screening

ABODO Rhombus Clip

S.S. Domehead fxing screw

14g HDG or S.S. bugle head
screws @ max. 600crs with
length to achieve min. 40mm

penetration into studs.

Structural 42x42mm or

70x35mm H3.2 timber cavity

battens spaced @ max.
600crs.
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8mm EPDM Washer
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ABODO Batten Clip - Vertical Screening

8mm EPDM Washer

100mm metal flashing fixed either
side @ max. 600crs.

Structural 42x42mm or

70x35mm H3.2 timber cavity
2 % battens spaced @ max. 600crs.

AWA4T corner moulding screw fixed
@ max. 600crs. from back of flashing

S.S. fxing screw

ABODO BC Screening
ABODO Rhombus Clip

S.S. Domehead fxing screw
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S I/ ,/ 14g HDG or S.S. bugle head screws
/ @ max. 600crs with length to achieve
% min. 40mm penetration into studs.
// Apply 40mm screw at 45° angle at

top of wall only to stop profiles

/ from slipping
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ABODO Batten Clip - Vertical Screening

Structural 42x42mm or

70x35mm H3.2 timber cavity
battens spaced @ max. 600crs.

ABODO BC Screening

//

ABODO Rhombus Clip
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S.S. Domehead fxing screw

14g HDG or S.S. bugle head screws

//
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@ max. 600crs with length to achieve
min. 40mm penetration into studs.

Apply 40mm screw at 45° angle at
top of wall only to stop profiles
from slipping
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100mm metal flashing fixed either

side @ max. 600crs.
8mm EPDM Washer
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ABODO Batten Clip - Vertical Screening

BC 68x26mm BC 90x26mm BC 90x42mm
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ABODO Batten Clip - Vertical Screening
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