. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be
pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber
must be sealed with an
approved coating or end seal.

Internal wall lining +—

K) Wall framing

Building wrap

Cavity batten

Abodo rusticated weatherboard

Additional building wrap over
'Z' flashing

Cavity closer

- 15mm min. drip edge
| (Cavity closure to bottom of cladding)

o

©
‘ —
} w\)jﬁ,ﬁ 5mm min. capillary gap

o
Air seal over ==y - --7-- — 3§(r‘nm 'z’ Elslsging sealed to head angle
PEF k d () o 11T,
backing ro 35mm mjn. upstand
10mm m|n. cover to flange
Building wrap dressed into — 0.55mm alv steel head angle
opening with flashing tape seal and|rivet to meter box

installed over wrap

— Meter box
wﬂwmy
CODEMARK"
g CMA-CM40070
Rusticated Weatherboard Scale bate
Meter Box Head 1.2 27/09/14
© 2013 Abodo Wood Ltd, PO Box 8961, Symonds St, Auckland 1052 Drawing No.
Ph 64 9) 302 9555 Fx 64 9) 302 9550
ABODO r«» x649) R.CF.51
www.abodo.co.nz




